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MP 6503SP/ MP 7503SP/ MP 9003SP
 

Warm-up time: 20/20/300 seconds
First output speed: 3.2/3.2/2.9 seconds
Continuous output speed: 65/75/90 pages per minute
Memory: Standard: 2 GB
HDD: Standard: 320 GB
Dimensions (W x D x H): 690 x 803 x 1,161 mm
Weight: 200 kg
Power source: 220 - 240 V, 50/60 Hz

Copying process: Four laser beams scanning and
electro-photographic printing

Multiple copying: Up to 999 copies
Resolution: 600 dpi
Zoom: From 25% to 400% in 1% steps

Printer language: Standard: PCL5e, PCL6, PDF direct
print
Option: XPS, Adobe® PostScript®
3™, IPDS

Print resolution: Maximum (300 x 300 dpi, 600 x 600
dpi, 1,200 x 1,200 dpi)

Fonts: PCL (Scalable: 45 fonts, Bitmapped: 6
fonts, International fonts: 13
Intellifonts), PS3 (136 Roman fonts),
IPDS (108 fonts)

Interface: Standard: SD slot, USB Host I/F,
Ethernet 10 base-T/100 base-TX/1000
base-T
Option: Bi-directional IEEE 1284,
Wireless LAN (IEEE 802.11a/b/g/n),
Bluetooth, USB 2.0 (Type B)

Network protocol: TCP/IP (IP v4, IP v6)
Windows® environments: Windows® Vista, Windows® 7,

Windows® 8, Windows® 8.1,
Windows® Server 2003, Windows®
Server 2003R2, Windows® Server
2008, Windows® Server 2008R2,
Windows® Server 2012, Windows®
Server 2012R2

Mac OS environments: Macintosh OS X v10.7 or later
UNIX environments: UNIX Sun® Solaris

HP-UX
SCO OpenServer
RedHat® Linux
IBM® AIX

SAP® R/3® environments: SAP® R/3®
Other supported environments: AS/400® using OS/400 Host Print

Transform
IBM iSeries

Scanning speed: Max. 120 (simplex)/220 (duplex)
originals per minute

Resolution: Maximum (600 dpi)
Original size: A3, A4, A5, B4, B5
Scan to: E-mail, Folder

Circuit: PSTN, PBX
Compatibility: ITU-T (CCITT) G3
Resolution: Standard: 8 x 3.85 line/mm, 200 x 100

dpi, 8 x 7.7 line/mm, 200 x 200 dpi
Option: 8 x 15.4 line/mm, 400 x 400
dpi, 16 x 15.4 line/mm, 400 x 400 dpi

Transmission speed: G3 (2 second(s) (200 x 100 dpi, JBIG),
3 second(s) (200 x 100 dpi, MMR))

Modem speed: Maximum: 33.6 Kbps

  

Recommended paper size: Standard paper tray(s): A3, A4, A5
Bypass tray: A3, A4, A5, A6

Paper input capacity: Standard: 4,300 sheets
Maximum: 8,300 sheets

Paper output capacity: Maximum: 3,500 sheets
Paper weight: 52 - 300 g/m²

Power consumption: Maximum: 1,900 W
Ready mode: 261 W or less
Low power mode: 165/167/198 W
Sleep mode: Less than 0.9 W
TEC (Typical Electricity Consumption):
4.9/5.4/12.6 kWh

ADF handle, 4,000-sheet large capacity tray, Side large capacity tray, A3
tray unit, 3,000-sheet finisher with 65-sheet stapler, 3,000-sheet finisher
with 100-sheet stapler, 2,000-sheet booklet finisher with 65-sheet stapler,
Punch kits, 9-bin mailbox, Cover interposer, Tab sheet unit, Copy tray,
Jogger unit, Copy Connector, Bi-directional IEEE 1284, Wireless LAN
(IEEE 802.11a/g/n), USB Server for Second Network Interface,
PostScript3, IPDS unit, Counter interface, File format converter, Key
counter bracket, Card reader bracket, Data Overwrite Security Unit
(Certified version), Copy Data Security Unit, Fax Connection Unit, 2nd
Super G3 port, Fax memory, Fax option, Multi folding unit, Unicode Font
Package for SAP, OCR Unit, XPS direct print, Enhanced security HDD,
External keyboard bracket, NFC Card Reader, NIC2 Port

 

Toner capacity: Black: 43,000 prints

Сертифицировано по
международным
стандартам ISO9001,
ISO14001 и ISO27001
Все торговые марки и
названия продуктов
являются торговыми
знаками своих владельцев.
Технические
характеристики и внешний
вид могут быть изменены
без уведомления. Цвет
устройства может
отличаться от цвета
изображения в брошюре.
Иллюстрации в брошюре не
являются реальными
фотографиями, возможны
различия.
Copyright © 2017 Ricoh
Europe PLC. Все права
защищены. Данная
брошюра, ее содержание
и/или макет не могут быть
изменены и/или
адаптированы, частично
или полностью скопированы
и/или включены в другие
материалы без
предварительного
письменного разрешения
Ricoh Еurope PLC.

https://kot2000.ru/ricoh-aficio-mp6503sp

